FIFRA 24(c) REGISTRATION
EPA SLN No.: ID-920008

REGISTRATION FOR SPECIAL LOCAL NEED
FOR DISTRIBUTION AND USE ONLY WITHIN IDAHO

GOWAN DIMETHOATE E267

EPA Reg. No. 10163-56

DIRECTIONS FOR USE
It is a violation of Federal Law to use this product in a manner inconsistent with its labeling.
All applicable directions, restrictions and precautions on the EPA registered label are to be followed.
This labeling must be in the possession of the user at the time of pesticide application.

CROP
Cherries

PEST CONTROLLED
Cherry Fruit Fly

USE RATE and METHOD OF APPLICATION
Use ¥% pint per 100 gallons of water and apply as a full dilute spray. Do not exceed 400 galions of spray
mixture per acre. For concentrate ground applications, use 3 pints per acre in a minimum of 50 galions of
water per acre. Make a single application within 7 days of adult fly emergence in general geographic area.
Application should be made in late May or early June when fruit is small in size.

RESTRICTIONS
Make only one application per season.
Do not apply within 28 days of harvest
Do not feed or graze livestock on cover crops in treated orchards.

PERSONAL PROTECTIVE EQUIPMENT (PPE)

Some materials that are chemical-resistant to this product are listed below. If you want more options, follow

the instructions for category F on an EPA chemical resistance category selection chart.

Applicators and other handlers (other than mixers and loaders) must wear:

e Coveralls over short-sleeved shirt and short pants

e Chemical-resistant gloves, such as Barrier Laminate, Butyl Rubber >14mils, Nitrile Rubber >14mils, or

Viton >14mils

¢ Chemical resistant footwear plus socks

e Protective eyewear

¢ Chemical-resistant headgear for overhead exposure

+ Chemical-resistant apron when cleaning equipment

Mixers and Loaders must wear:
Coveralls over short-sleeved shirt and short pants
Chemical-resistant gloves, such as Barrier Laminate, Butyl Rubber >14mils, Nitrile Rubber >14mils, or
Viton >14mils
Chemical resistant footwear plus socks
Protective eyewear
Chemical-resistant headgear
Chemical-resistant apron when mixing or loading
For exposures in enclosed areas- A respirator with either an organic vapor-removing cartridge with a
prefilter approved for pesticides (MSHA/NIOSH approval number prefix TC-23C), or a canister
approved for pesticides (MSHA/NIOSH approval number prefix TC-14G)
e For exposures outdoors- Dust/mist filtering respirator (MSHA/NIOSH approval number prefix TC-21C)
Engineering controls statements: When handlers use closed systems, enclosed cabs, or aircraft in a
manner that meets the requirements listed in the Worker Protection Standard (WPS) for agricultural
pesticides [40 CFR 170.240(d)(4-6)], the handler PPE requirements may be reduced or modified as
specified in the WPS.
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